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FOLIO 
NO  

PRODUCT DESCRIPTION CLASSIFICATION 
(HS) 

ILLUSTRATION 

01/2017 Disposable Aluminum Foil 
The disposable aluminum foil 
containers are of a kind commonly 
used in the kitchen, principally for the 
commercial preparation, packing and 
conveyance of foods. The containers 
vary in form and size (generally 
rectangular or round). The articles are 
frequently used in the baking industry 
to contain the food during the 
production and cooking phase. The 
food is subsequently conveyed and 
sold in the foil container. Such 
containers are usually discarded after 
one use. 

 

HS 7615.10.90 
 

 
02/2017 

 
Dashboard Segment 
Dashboard segment is component of a 
motor vehicle. It has been severed 
from the complete body and contains 
a small portion of the front end of the 
vehicle, dashboard and midsection 
body of the vehicle.  

 

HS 8708.99.10 

 
 
 
 
 

 



03/2017 Diving Wetsuit 
The item in mention is a garment 
designed specifically for diving and 
snorkeling. The diving wetsuit is 
designed to protect the diver from the 
conditions of the underwater 
environment and can sometimes 
incorporate breathing apparatus.  

 

HS 4015.90.10  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

04/2017  Lecture chair with Table 
The lecture chair with tablet is not 
adjustable nor does it swivel and is 
standard in position which only 
moves around by its wheel tyres at the 
bottom. 
Therefore, Lecture Chair with Tablet 
is appropriately classified under the 
heading of “94.01 Seats (other than 
those of heading 94.02), whether or not 
convertible into beds, and parts 
thereof”.  

 

HS 9401.80.00 

 

    



05/2017 Liquid Soap Dispenser 
The item concerned is made of plastic 
and its primary function is to dispense 
liquid soap. The liquid soap is 
dispensed from the device by 
manipulating the lever and is 
normally used in public restrooms, 
cinemas and corporate workplaces.  
Liquid Soap Dispenser is to be 
appropriately classified under the 
heading of “39.24 Tableware, 
kitchenware, other household articles 
and hygienic or toilet articles, of 
plastic”.  

 

HS 3924.90.00 

 

06/2017 Lumens Projector 
Lumens projector encompassing 
properties to generate 3D Blu – ray 
ready HDMI input. Lumens Projector 
is appropriately classified under the 
heading of “Monitors and projectors, 
not incorporating television reception 
apparatus; reception apparatus for 
television, whether or not 
incorporating radio broadcast 
receivers or sound or video recording 
or reproducing apparatus”. 

 

HS 8528.69.00 

 

07/2017 Plastic Marker Tape 
Plastic Marker tape is permanently 
designed specifically for accurately 
locating and preventing damages to 
valuable underground utility 
installation. The Marker tape is 
designed to protect against accidental 
dig-ins and alert workers of buried 
pipes and cables. 
 Plastic Marker Tape is 
appropriately classified  under the 
heading of “4911 other printed 
matter, including printed pictures and 
photograph”. 

HS 4911.99.90 

 
 

 
 
 
 
 
 
 
 



08/2017 Staminade Liquid 
The item in mention is a sports drink. 
Similarly, to other sports drinks its 
common features are its ability to 
simultaneously refuel and rehydrate 
users of vital minerals lost through 
sweating during exercise. The 
magnesium in the sports drink also 
enables recovery from muscle cramps 
and plays a vital role in the body’s 
energy metabolism.  
 Staminade Liquid is to be 
appropriately classified  under the 
heading of “21.06 Food preparations 
not elsewhere specified or included”. 

HS 2106.90.90  

9/2017 Staminade Powder 
This product is presented in the form 
of powder and is packed in 585grams 
bottles. The powder is not in its 
complete form as it needs to be mixed 
with chilled water and stirred until 
completely dissolved in order to be 
consumed by users. As claimed by the 
manufacturer its core functions are to 
rehydrate, boost energy, replace 
minerals and contains magnesium 
which helps recovery from muscle 
cramp and ensures balance in energy 
metabolism.  Staminade Powder is to 
be appropriately classified  under the 
heading of “21.06 Food preparations 
not elsewhere specified or included 

HS 2106.90.20  

 
10/2017 

Bluetooth Tracker 
 Bluetooth tracker which is a small 
gadget that is attached to important 
items such as keys, bags and wallets. 
The said device connects to the 
TrackR application running on 
Smartphones. The TrackR can 
monitor the distance between the 
phone and device by analysing the 
power level of the received signal. 
This link can be used to ring the 
TrackR device or have the TrackR 
device ring the Smartphones.   
 Bluetooth Tracker is to be 
appropriately classified  under the 
heading ‘8517 as other apparatus for 
transmission or reception of voice, 
images or other data, including 

HS 8517.69.00 

 



apparatus for communications in a 
wired or wireless networks (such as a 
local or wide area network)’ 

11/2017 Caddy Maxi Van 

The Caddy Maxi Van is a panel van for 

the transport of goods. It has a sitting 

capacity of two passengers only 

including the driver. The vehicle has 

two front doors with glass windows 

and two rear sliding doors on both 

sides with glass panels. It also has two 

doors for opening at the rear of the 

vehicle. It has 1598-cylinder capacity 

and fuel type is diesel. 

 

HS 8704.21.73 

 

12/2017 Cupolex Structural Dome System 

Cupolex Dome System is a patented 

forming system for concrete slab 

foundations made from 100% 

recycled plastic. Concrete is poured 

over the modular dome forms to 

create a floating or structural concrete 

slab. The below slab void that results, 

minimizes concrete contact with the 

soil, while providing a capillary 

barrier against moisture, uses less 

concrete and rebar than a standard 

slab with equivalent load bearing 

capacity. 

The System comprises of components 

such as Cupolex Dome, Beton Stop, 

Flat Stop, Pontex, and C100 Chair that 

is used according to the structural 

requirement. The Beton Stop and Flat 

Stop is designed to close the side 

openings of the Cupolex Domes. The 

Pontex is an interlocking for beam 

system. The C100 Chair is used as a 

HS 3925.90.00  

 

 

 

   

 



spacer and also support for steel re-

inforcement.  

 

As a structural element, the Cupolex 
Structural Dome System will most 

appropriately be classified  under the 
heading 39.25 Builders' ware of 

plastics not elsewhere specified or 
included 

   

 

 

 

 

 

 

 
13/2017 Madhu Knocker Capsules 

Madhu Knocker Capsules is a 
formulation of various fruits and 
herbs like karela fruit, jamun seeds, 
neem leaves and methi seeds. The 
multi-ingredient formula is designed 
to reduce the sugar level in blood and 
urine, cleanse toxins from the body 
and improve appetite. The herbal 
supplement is presented in small 
plastic bottles and holds 60 capsules.  

 

HS 2106.90.50  

 
 



14/2017 . Oven/Grill Degreaser 
Oven /Grill degreaser is a preparation 
used for degreasing stovetops, grills 
and ovens. This product can only be 
effective when the oven top is 60 
degrees hot. Once the grease is 
removed, other soap products can be 
applied for sanitizing.  
The primary ingredient in this is 
sodium hydroxide which is an 
inorganic compound that is highly 
caustic and is used to neutralise acids 
and make sodium salts. It is presented 
in 20 litre drums and is usually 
supplied to hotels and restaurants. 
Oven/Grill Degreaser is to be 
appropriately classified under the 
heading of “Organic surface-active 
agents (other than soap); surface-
active preparations, washing 
preparations (including auxiliary 
washing preparations) and cleaning 
preparations, whether or not 
containing soap, other than those of 
3401”.   
 

 

HS 3402.90.00  

15/2017 Polypropylene String 
Polypropylene string is a general 
purpose item that can be used in both 
a household and commercial setting 
for binding and holding items in place.  
As the name suggest it is made of 
100% polypropylene. It is a versatile 
polymer that is used in a variety of 
applications such as packaging, 
labelling, textiles and stationery. It is 
presented in the form of a ball of string 
and wrapped in shrink wrap.  
Polypropylene String is to be 
appropriately classified under the 
heading of “Twine, cordage, ropes and 
cables, whether or not plaited or 
braided and whether or not 
impregnated, coated, covered or 
sheathed with rubber or plastics”.  
 

HS 5607.49.00 

 



16/2017 T4S-TOPO4SCIGHT Drone 

The T4S-TOPO4SCIGHT Drone is a 

sophisticated Unmanned Aerial 

Vehicle (UAV) that carries a remote 

sensing camera and Global 

Positioning System (GPS) sensors for 

precision mapping and surveying 

purposes.  

 

The drone also known as cyber Quad 

is designed for high accuracy 

photogrammetric mapping with 

greater stability, especially in stronger 

winds. It is safe with no exposed 

blades and non-conductive airframe 

and brushless motors. The equipment 

is presented in a set comprising of an 

aircraft, base station, controller, 

payload (camera), and cases. 

 

The  T4S-TOPO4SCIGHT Drone is to be 

appropriately classified  under the 

heading of “85.25 Transmission 

apparatus for radio-broadcasting or 

television, whether or not 

incorporating reception apparatus or 

sound recording or reproducing 

apparatus; television cameras, digital 

cameras and video camera recorders”. 

HS 8525.80.00 

 

17/2017 Telecommunication Transmission 

Cable 

Telecommunication Transmission 

cable consist of 1 pair, 2 pair, and 4 

pair individually insulated copper 

HS 8544.49.00 

 

http://www.google.com/url?url=http://www.weiku.com/products/10358172/telephone_wire_of_2_pairs.html&rct=j&frm=1&q=&esrc=s&sa=U&ved=0ahUKEwj_t7yY65jUAhWEJ5QKHQHMBXoQwW4IHzAF&usg=AFQjCNF3IzRHEF1f3LixiZ9mo6y8I2iBzA


wires, encased in a compressed 

insulated jackets.  

This cable is used as a single - user 

circuit on a telephone communication 

system. The cable is used for 

connecting the users telephone 

apparatus to the telecommunication 

network, and usually also implies a 

single telephone number for billing 

purpose reserved for that user. The 

telecommunication cable is used to 

deliver landline telephone service and 

digital subscriber line (DSL) internet 

service to the premise.  

Telecommunication Transmission 

Cable is to be appropriately classified 

under the heading ‘8544 as insulated 

wire, cables, and other insulated 

electric conductors whether or not 

fitted with connectors for a voltage not 

exceeding 1000V 

 

 

18/2017 Junjin Concrete Pump Truck 

Junjin Concrete Pump Truck is a 10 

wheeler truck on which a concrete 

pump is mounted. A concrete pump is 

a machine used for transferring liquid 

concrete by pumping. It is known as a 

boom concrete pump because it uses a 

remote controlled articulating robotic 

arm (called a boom) to place concrete 

accurately. Boom pump are used on 

most of the larger construction 

projects as they are capable of 

pumping at very high volumes and 

because of the labour saving nature of 

the placing boom. 

The pump truck is not designed to 
transport liquid concrete .A concrete-
mixer lorry discharges its concrete 
into a hopper on the back of the 

HS 8705.90.91 

 



pump truck .Once the concrete is in 
the hopper, it gets sucked into a valve 
system in small intervals or strikes 
.As some of the concrete is being 
sucked into the valve ,the concrete 
before it is simultaneously pushed 
through the concrete pipe on the 
pump truck boom until it reaches the 
end of the concrete hose and placed 
where needed .Junjin Concrete pump 
truck will appropriately be classified 
under the heading of 87.05 Special 
purpose motor  vehicles, other than 
those  principally designed for the  
transport of persons or goods  (for 
example, breakdown lorries,  crane 
lorries, fire fighting  vehicles, 
concrete-mixer lorries,  road sweeper 
lorries, spraying  lorries, mobile 
workshops,  mobile radiological 
units).  
 

19/2017 K3T Wall Panel 

The K3T wall panel is a 
technologically advanced building 
material that offers superior 
performance in every category when 
compared to traditional timber, 
gypsum and cement based products. 
The K3T wall panel is virtually 
impervious to water, fire, insects, 
chemicals and they actively prevent 
the growth of mold or mildew and are 
also environmentally friendly, non-
toxic and affordable way to build 
without any compromise to quality. 
 
The construction process involves 
installing the panels directly to the 
concrete slab, attaching the panels 
together with Perlite joiners. The 
external walls have a concrete ring 
beam at the top within the panel and 
concrete filled into the joiners on 
every join forming strong pillars. 
Interior walls are joined together in a 
similar way without the concrete. It is 
simple, very effective and proven. 

HS 6808.00.90 

 



After walls are in place further levels 
can be built. 
 

20/2017 Wheelie Bin 

The Wheelie Bin is a waste container 

for temporarily storing waste, and is 

usually made out of plastic. It is a large 

container for rubbish, especially one 

used by a household, mounted on 

wheels so that it can be moved more 

easily. 

The item is imported in an 

unassembled form i.e. the bin, the lid, 

the metal rod axle and the wheels. All 

that is required is the attachment of 

the lid and the insertion of the metal 

rod axle to the bin. Wheels are then 

put on both side of the axle.  

 

According to its characteristic and 

purpose, the Wheelie Bin is to be 

appropriately classified under the 

heading of “39.24 Tableware, 

kitchenware, other household articles 

and hygienic or toilet articles, of 

plastics. 

HS 3924.90.00 

 

21/2017 Zero Degrees Ice Chocolate Frappe 

Powder. 

The subject item is a preparation to 

make beverages which comes in 

powder form and is presented in 1 kg 

pack. The powder contains a mixture 

of ingredients i.e. sugar, milk solids, 

cocoa, glucose syrup solids, fructose, 

HS 1806.90.90 

 



vegetable oil, stabilizer, flavor, salt, 

anticaking agent and emulsifier. This 

powder, with just the addition of 

water and ice makes beverages such 

as the iced chocolate frappe and is 

mostly supplied to hotels, resorts and 

restaurants.  

 Zero Degrees Ice Chocolate Frappe 

Powder is to be appropriately 

classified under the heading “18.06 

Chocolate and other food preparations 

containing cocoa 

22/2017 Zero Degrees Vanilla Ice Frappe 

Powder. 

The subject item is a preparation to 

make beverages which comes in 

powder form and is presented in 1 kg 

packs. The powder contains a mixture 

of ingredients i.e. sugar, milk solids, 

glucose and corn syrup solids, flavour, 

stabiliser, salt, vegetable oil, 

emulsifier and sodium caseinate. This 

powder is used for making beverages 

such as smoothies and frappes and is 

mostly supplied to hotels, resorts and 

restaurants.  

 Zero Degrees Vanilla Ice Frappe 

Powder is to be appropriately 

classified  under the heading of “19.01 

Malt extract; food preparations of 

flour, groats, meal, starch or malt 

extract, not containing cocoa or 

containing less than 40% by weight of 

cocoa calculated on a totally defatted 

basis, not elsewhere specified or 

included; food preparations of goods of 

HS 1901.90.90 

 



headings 04.01 to04.04, not containing 

cocoa or containing less than 5% by 

weight of cocoa calculated on a totally 

defatted basis, not elsewhere specified 

or included”. 

23/2017 Gas Stove Lighter 

Gas Stove Lighter made up of a flame 

adjust lever, gas refill insert, safety 

lock and a trigger. These are refillable 

lighters and incorporate a fuel tank. 

Gas stove lighter is classified under 

the heading of “ 9613 Cigarette 

lighters and other lighters, whether or 

not mechanical or electrical, and parts 

thereof other flints and wicks” 

HS 9613.80.10 

 

24/2017 Plastic Bottle and hand Trigger 

Sprayer 

Plastic Bottle and hand Trigger 

Sprayer made of high density 

polyethylene (HDPE) .It is used to 

dispense chemicals for glass cleaning, 

sanitizing and all-purpose cleaning 

.Plastic bottle and hand trigger 

sprayer is classified under the heading 

of :39.23 Articles for the  conveyance 

or packing of goods, of plastics 

,stoppers .lids .caps and other closures 

of plastics” . 

HS  3923.90.00 

 

25/2017 Carpet Shampoo Sanitizer 

The primary ingredients include 
ethylene glycol monobutyl ether, 
sodium tripoyphosphate and tetra 
potassium pyrophosphate. Based on 
the chemical content it can be seen 
that the formula in question consists 
of common cleaning and surface 
active, soap and detergent agents 
that disinfect and dissolve dirt. 

HS 3402.90.00  



During the time of importation, it is 
presented in 20 litre plastic drums. 
Carpet Shampoo Sanitizer is to be 
appropriately classified under the 
heading of “Organic surface-active 
agents (other than soap); surface-
active preparations, washing 
preparations (including auxiliary 
washing preparations) and cleaning 
preparations, whether or not 
containing soap, other than those of 
3401 
 

26/2017 Dincel Structural Walling 

Dincel Construction System is 

based on an internationally 

patented, lightweight, hollow form, 

manufactured from a durable rigid 

polymer, which when filled with 

ready mixed concrete, produces a 

load bearing, fire resistant 

structural element. It is a 

permanent polymer-formwork 

technology for concrete walls and 

columns. 

The forms are easily connected by 

hand via patented, ‘snap together’ 

joints and can be utilized for walls 

of any length at the rate of three 

forms per lineal meter.  The forms 

are cut to specified length in the 

factory and can be utilized in walls 

and columns of any height, without 

the need for cranes or other lifting 

equipment. The system produces a 

non-brittle, water proof structure 

for internal and external walls in 

all types of residential, commercial 

and industrial buildings.    

HS 3925.90.00  



 

Dincel Structural Walling will be 

classified under subheading 3925. 

“Builders' ware of plastics not 

elsewhere specified or included”. 

27/2017 Ethanol Solution SDA-3A 

The Ethanol solution SDA-3A is 

denatured Ethyl alcohol. The 

denaturant added to the solution is 

methyl alcohol which renders it 

unsuitable for consumption. The 

solution contains more than 90% 

Ethyl alcohol about 2% of methyl 

alcohol and water. It is a clear, 

colourless liquid that is available in 

different size packs ie.20L.25L,50L 

and 200L drums. 

The solution will be utilized in the 

production area of pharmaceutical 

goods and will be used for sanitizing 

production equipment .This aseptic 

technique is used to clear and avoid 

any bacterial contamination to the 

products . 

HS 2207.20.90 

 

 

 

 THE END  


